SIGN VERBAGE AS DIRECTED
BY THE CITY ENGINEER

36" X 24" MIN.
/ ENGINEERING GRADE
VARIES

4' MIN - 10' MAX
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EXTENDED IN FUTURE | / REFLECTORS.

CAL:L 425-556-2854 FOR ADDITIONAL INFORMA1:IONI

i Ng
o e
- H=
|z 1 N
1 —
© U
T /\\/\
« %
NN 4" X 4" TREATED
QAN POST
R
N CLASS 3000
/ CONCRETE
(3)8" X 12" 3/4" EXTERIOR PLYWOOD
BOARDS, TREATED EDGE, REFLECTORIZED
RAILS, BOLTED TO POST WITH 3/8" X 3"
GALVANIZED BOLTS WITH WASHERS
ON THE FRONT AND BACK.
ATTACH 6" X 4-0" METAL PANELS TO BOARD FACES
WITH GALVANIZED WOOD SCREWS.
TYPE 3 BARRICADE
NO SCALE
NOTES:

1. STRIPES SHALL BE RED ON WHITE VIP REFLECTORIZED TAPE.
2. USE WSDOT STANDARD DETAIL PLAN H-2 FOR TEMPORARY TYPE IIl BARRICADE.
3. ALL SIGNS ATTACHED TO BARRICADE WITH GALVANIZED WOOD SCREWS

STANDARD DETAILS
APPROVED: DON CAIRNS

REV. DATE: NOVEMBER 01, 2005 TYPE 3 BARRICADE
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